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DISEGNATO CONTROLLATO APPROVATO
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CICLO DI
VERNICIATURA :

UNI EN 22768-fH
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1:1

530511,2 kg

Burroni L.

06/05/2008

Frati R.

06/05/2008

2 28/4/2009 R.F.

1 Air inlet moved encoder connector added (housing) 10/06/2008 L.Bu.

DRAWING ES331 L - BT 30

Aggiornato valore oscillazione spina
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CASE 2 - Rated Power=4,5kW; Rated speed=6OOO rpm
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                 1144 Kcal/hr
POWER LOSS   1330 Watt
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CONNETTOR: INCREMENTAL
ENCODER "LENORD+BAUER" +
 MOTOR THERMIC SENSOR

0V sensor
(Blue)

0V sensor
(Blue)

Cable
Screening

motor thermic sensor
KTY 84-130 (brown)

motor thermic sensor
KTY 84-130 (white)
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Phase "V"

MOTOR CONNECTOR

Earth

Phase "U"

Air inlet for cleaning taper 1/4" Gas
H Drainage 1/8" Gas

ROTATING UNION CONNECTIONS:
F Inlet tool cooling  1/4" Gas
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PIN OUT ENCODER

"S2" Tool out
Outlet cable

"S3" Without Tool 
Outlet cable"S4" Tool in 

Outlet cable

EENCODER CABLES

5.
OIL INLET PISTON BACK

3.
OIL INLET PISTON

1. 
INLET-OUTLET
COOLANT

2.
INLET-OUTLET
COOLANT

4.
AIR INLET FRONT PURGE

MOTOR CABLES
OUTLET

Connector EPIC CIRCON M23 A1 D3,2 (HOUSING)

INCREMENTAL ENCODER "LENORD+BAUER" CODE "GEL 244 KN1S5"
N° IMPULSES: 128
SIGNAL: 1 V peak to peak sinusoidal
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ROTARY JOINT: OTT type 1K-GD
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MAS 403 PT1
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E3 ^ 0,015 A

^ 0,002 A
E1

INCL.       8°17'48"

TOTAL STROKE:       4 mm
EXPULSION STROKE:   0,5 mm
UNCLAMPING STROKE:  3,5 mm

TAPER    7:24
BT 30
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CASE 1 - Rated Power=7kW; Rated speed=12OOO rpm
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POWER CABLE LENGTH
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THIS PRESSURE HAVE TO BE PRESENT TO ENSURE THE POSITION DURING CUTTING WORKS !
1/4" Gas. OIL INLET FOR PISTON BACK (40 bax max.) / Hydraulic out
1/8" Gas. AIR INLET FRONT PURGE see scheme (Air Cutter)

1/4" Gas. INLET-OUTLET MOTOR COOLANT (Water cooler)
1/4" Gas. OIL INLET PISTON (40 bar max.) / Hydraulic in

1/4" Gas. INLET-OUTLET MOTOR COOLANT (Water cooler)
SPINDLE CONNECTIONS
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